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 GEORGIA 

 

 
 
Poltroncina fissa a slitta, lo schienale è in rete categorie M ,N , R con 19 colori diversi, 

oppure imbottito nelle categorie A, B , E., LX e VP 

Piedini antiribaltamento di serie 

Struttura:  

sedile interno con carter in polipropilene rivestito da gomma poliuretanica  

schienale interno con carter in polipropilene da rivestire in gomma poliuretanica 

schienale  interno con cornice per rete 

Telaio a slitta: 

in tubo di acciaio ad alta resistenza diametro 25mm e spessore 2,5mm 

braccioli: 

integrati fissi nella struttura a slitta con appoggiabraccio in polipropilene nero   

Imbottitura: 

gomma poliuretanica spessore 40mm con densità di 30kg/mc, spessore schienale 30mm 

con densità di 60kg/mc 

 

Rivestimenti: 

Cat. VP Vera Pelle 

Cat. E – X Ecopelle ignifuga 

Cat. A – B Tessuto ignifugo 
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Cat. L Lana  

 

Reti :  

Cat. M 

Cat. N 

Cat. R 

 

 

Sliding seat, grid back, categories M, N, R with 19 different colours or stuffed, 

categories A, B, E, LX , VP 

Anti-overturning brand feet. 

Structure: 

Internal seat with polypropylene carter covered with polyurethane rubber 

Internal back with polypropylene carter to be covered with polyurethane rubber 

Internal back with frame for the grid 

Sliding frame work: 

In a steel tube, high voltage, 25 mm diameter and 2.5 mm thickness. 

Armrests: 

Fixed integrated in the sliding structure with black polypropylene armrests. 

 

Stuffing: 

Polyurethane rubber, 40 mm thickness, density 30 kg/m3, back thickness 30 mm, density 

60 kg/m3 

 

 

Textiles and Leathers: 

Cat. VP Leathers 

Cat. E – X Eco leathers Fire resistance 

Cat. A – B Fabric  Fire resistance 

Cat. L  75 % Wool 25% Polyammide Fire resistance   

 

Mesh : only mesh black 

 

 

Colori , tessuti e pelli fotografati sono indicative 

Clours, fabrics and leathers photographed are indicative 
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