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Questo dispositivo è
compatibile con
lampadine di classi
energetiche:

Il dispositivo è venduto con una
lampadina di classe energetica:

Nel caso in cui l'articolo venga
esposto al pubblico, l'etichetta
della classe energetica deve
essere presentata nella lingua del
territorio nazionale in cui viene
esposto l'articolo.

IT

[It] > Tubo in metallo conificato verniciato a polveri 
nei 2 colori, cromato e finitura cemento.
Particolare blocca cavo in metallo tornito ricavato 
dal pieno finitura cromo. Sorgente LED attacco 
GU10 con emissione di luce diretta. A tutte le varianti 
è applicato un particolare tornito in metallo cromato 
posto tra il corpo illuminante e il cavo di alimentazione 
che lo sostiene.

[En] > Powder-coated metal conical tube available 
in 2 colors, chrome plated and concrete finish. 
Chrome plated metal cord grip. GU10 LED 
for direct light. For all colors a special metal chromed 
detail is applied between the fixture and the electrical 
wire that supports it.

IO collection design Massimo Tonetto

equipment photometric test SOmaterial

metal
metallo

SO / MINI SO
1 x 7W  LED GU10  3000°K  lm450

SO 3L / MINI SO 3L
3 x 7W  LED GU10  3000°K  lm450

symbols

light source

LED 220-240V

120V for
NORTH AMERICA

MINI SO 3LSO 3L

SO MINI SO

concretewhite 9010 black 9005 chrome

energy label
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